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1. W

A Warning: The software must be operated by trained personnel only.

arnings

Warning: The software can be used only with the SA310 of Rossmax

InnoTek Corp. for the safety of the users and the device.

2. Features
The software is used with SA310 as follows:

Connect to SA310 with wireless Dongle.

Collect real-time data transmission from SA310.

Active or inactive data transmission from SA310.

Store data of memory or real-time measurement data to the file system.

3. Requirements of computer system

CPU over 1GHz

256MB RAM or above

USB 2.0 or above

Windowsc XP Service Pack 2 or above (Windowsc is the trademark of Microsoft
Co.)

4. Operation Instruction

[ ]
v

SA310 wireless transmission ON/OFF
Turn on SA310, press @ for 2-second to enter the SETUP screen. Press @ to
skip the setup for the high and low of SpO2 and heart rate; also, the memory interval

and then enter the setup for wireless transmission with the icon : -: J BF appearing.

Then, press the m or LV) to have the icon : J‘.: E“n appeared for activating

the wireless transmission.
For turning off the wireless transmission, please press or to have the icon : J -: E“F

appeared for inactivating the wireless transmission.



A \Warning: The wireless transmission is for a maximum distance of 3m~5m. Please|

lkeep the device and wireless transmitter close-by for successful wireless transmission |

A ‘Warning: SA310 are to be used with the Nova SpO2 software.|

® Installation and setup of wireless Dongle

v' Please install and setup the wireless Dongle for the first time in use in accordance
with the following steps :

v" Please connect the wireless Dongle in the SA310 package to the USB port of the
computer.

The screen of wireless Dongle search and installation will appear automatically on

Windows® XP Service Pack 2 or above:
|
j—,.a' Found New Hardware |+

Searching For Drivers

.j,ﬂ Found New Hardware

Your new hardware is installed and ready ko use,

A ‘Warning: For the system other than Windows® XP Service Pack 2 or above,

Iplease have it upgraded to Windows® XP Service Pack 2 or above for application.|

v" Double click the icon on the left bottom of the screen and then press the [Add]

key.
Bluetooth Devices @
| Devices | Options | COM Ports | Hardware
S —
|). | ErRoye.




The Add device Wizard on the screen is as below and please click the option of “My

device is set up and ready to be found” and press “Next” key.

A \Waming: While searing for wireless Dongle, please have SA310 and wireless \

transmission activated.|

Add Bluetooth Device Wizard

Welcome to the Add Bluetooth
Device Wizard

Before proceeding, refer to the "Bluetooth™ section of the
device documentation. Then set up your device so that your
computer can find it:

- Tumit on
- Make it discoverable [visible]
- Give it a name [optional]

- Press the button on the bottom of the device
[keyboards and mice only)

My device is set up and ready to be found,

E!\j Add only Bluetooth devices that vou trust,

The screen of searching is on

Add Bluetooth Device Wizard 3

Select the Bluetooth device that you want to add. 8®

i) Ifyou don't see the device that you want to add, make sure that it is
tumed on. Follow the setup instructions that came with the device,
and then click Search Again.

The icon “Pulse Oximeter” appears on the screen at the end of the successful Search.

Add Bluetooth Device Wizard (X

Select the Bluetooth device that you want to add. 9®

ulse Oximeter
Mew device

j# |f you don't see the device that you want to add, make sure that it is

turned on. Fallow the setup instructions that came with the device,
and then click Search Again. Search Again




v' Click the “Pulse Oximeter” and then press the “Next” key.

Add Bluetooth Device Wizard X

0

Select the Bluetooth device that you want to add.

\i‘) If you don't see the device that you want to add, make sure that it is
tumed on. Follovs the setup instiuctions that came with the device,
and then click Search Again.

Search Again

[ < Back ]I Next >

I[ Cancel ]

v Please select the “Let me choose my own passkey” option and then key in the

passkey as  “0000 “

Add Bluetooth Device Wizard

Do you need a passkey to add your device?

your device. If the documentation specifies a passkey, use that one

() Choose a passkey for me

) Use the

O Don't use a passkey

E\') You should always use a passkey, unless yowr device does not support one. We
recommend using a passkey that is 8 to 16 digits long. The longer the passkey, the
mare secure it will be.

0

To answer this question, refer to the "Bluetooth™ section of the documentation that came with

and then press “Next” key.

[ < Back ]I Mext >

] [ Caricel 1

v' The COM port appears on the screen and please document the value of the Outgoing

COM port. As shown below in graphic COM4, please choose the assigned Outgoing

COM port for data collection in the “Connection” software setup.

Add Bluetooth Device Wizard

Device Wizard

whenever they are near each other.

Outgoing COM port:
Incoming COM port:

Learn more about

Ta cloge this wizard, click Finish.

Completing the Add Bluetooth

The Bluetoath device was successfully connected to your
computer. Your computer and the device can communicate

These are the COM [serial] ports assigned to your device.
CoM4
COMS




A \Warning: The value of the Outgoing COM port varies due to the chosenj

|computer or USB port.\

® Software installation
v" Insert the CD of the SA310 in CD-ROM drive for automatic installation. Please
activate the Setup.exe file in the CD if the automatic installation is not available.

A \Warning: Please use SA310 and Nova SpO2 software together.\

# Nova 5p02 Setup g|§|@

Welcome to the Nova Sp02 Setup
Wizard

This wizard will quide vwou through the installation of Mova
Spoz

It is recammended that vou close all other applications
before starting Setup, This will make it possible to update
relevant system Files without having to reboot vour
compukter,

Click. Mext ko conkinue.

Mext > | [ Cancel ]

Press [Next]

8 Nova Sp02 Setup

Choose Components P
“hoose which Features of Mowa Sp02 vou want ko install, K ¢ }

Check the components you wank to install and uncheck the components you don't want ko
inskall, Click Mext to continue.

Select components ta inskall: Mova Spoz DESEiT

Space required: 428, 0KEB

< Back ” Mext = ] [ Zancel




Press [Isntall]

G Nova Sp02 Setup

Chooze Install Location -
hoose the Folder in which to install Mova splz | (

Setup will install Mova SpO2 in the Following Folder. To install in a different Faolder, click
Browse and seleck anather Folder, Click Inskall to start the installation.

Destination Folder

_:\Program Files\Nova Spo2 | Browse, ..

Space required: 428, 0KEB
Space available: 268, 2GE

< Back ” Inskall ] [ Zancel

v Click ¥ Nova SpO2 at the [Start]-[All Programs]-[Nova Spo2] to execute the

software upon the completion of installation.

The screen of software as displayed

ﬁ Dntitled - Novaspo2

Fle Edit View Setup Help
O=E & | 7
Eeady N




® Connection

Press b on Nova SpO?2 for connection with the option of COM port appearing.

Please select the Outgoing COM Port while setting up the wireless Dongle, for ex.,
COM4 and then press OK to start.

Setup

X
—
COM Port: [#al*F| -

Cancel

A \Warning: Please be sure that SA310 is and wireless transmission setup is ON;

lalso, wireless Dongle is installed and setup before connection.|

Please click the passkey screen below.

EB A Bluetooth device is requesting to connect to your computer., | =

To allovs this connection, click this message.

Enter the passkey  “0000”  on the screen below.

Add Bluetooth Device Wizard

Enter the passkey for the Bluetooth device. 9®
9 Pulze Oximeter

|z the zame passkey that you entered on the device:

Fazskew 00oa

You should always use a passkey, unless vour device does not support ohe. 'We
recommend uging a passkey that iz 8 to 16 digits l[ong. The longer the passkey. the
more gecure it will be,

[ ¢ Back ” Mewt » ][ Cancel




v" Successful connection is shown as below.

Add Bluetooth Device Wizard 3

Completing the Add Bluetooth
Device Wizard
The Bluetooth device was successfully connected to your

computer. Your computer and the device can communicate
whenever they are near each other.

To close this wizard, click Finish.

The screen of software is shown as below:

Movaspo2

L ] E COM4 port succeed
Ll

v Press [ to stop connection.

® Real-time transmission

v' Year, Date, Time, SpO2, and heart rate is transmitted in every 10-second as below. If
the value of SpO2 and HR is not available, it is shown as “ — .

& Untitled - Novaspo2

File Edit Wiew Setup Help

DEHE » 28 = gEs %
2000-2-10 3:48:42 Spo2: - %) HR: - (bpm)
2000-2-10 3:48:52 Spo2:99[%) HA:76(bpm)
2000-2-10 3:49:02 Spo2:99(%) HA:75(bpm)

Ready

10



® Memory transmission
v' Press [é to have the memory data transmitted as follows:

ﬂ Ontitled - NovaspoZ2

File Edit WView Zetop Help
Ow= - = gils | ®
[1/11]) 2000-1-1 0:37:49 Spo2:99(3¢) HR:83(bpm)]
[2/11] 2000-1-1 0:37:54 Spo2:99(3¢) HR:83(bpm)]
[3/11] 2000-1-1 0:38:35 Spo2:98[3¢) HR:74[bpm)]
[4/11] 2000-1-1 0:38:41 Spo2:98[3§) HR:74[(bpm]
[5/11] 2000-1-1 0:38:46 Spo2:9825) HR:74[(bpm]
[6/11] 2000-1-1 0:38:52 Spo2:98[25) HR:74[(bpm]
[7111] 2000-1-1 0:38:57 Spo2:98[25) HR:74[(bpm]
[8/11] 2000-1-1 0:39:03 Spo2:98[25) HR:74[(bpm]
[3/11] 2000-1-1 0:39:08 Spo2:98[25) HR:74[(bpm]
[10411] 2000-1-1 0:39:25 Spo2:97[(%) HR:71[bpm]
[11411]) 2000-1-1 0:39:33 Spo2:96(*%) HR:71([bpm]
Total number of Memory Data : 11

End of Data Tranmission

Eeady N

v" Press ﬁ to stop data transmission at anytime.

v' Press n to save to TEXT file at the end of data transmission. Text file can
beopened with the “Notepad”.
Press éf to clear the screen.

It will take around 40 minutes for the full memory of data (depending on the choice
of computer in service).

11



5. Problem shooting

(1) Connection failure
- Please confirm SA310 device is activated with wireless transmission in service.
- Please confirm wireless Dongle is inserted to USB port correctly and with driver
properly installed and setup.
- Please confirm proper COM port is selected.
- Please confirm the device and wireless Dongle are kept within a reasonable
distance (maximum 3~5m).
(2) Successful connection without data transmission
- Please confirm correct COM port is selected.
(3) File-saving failure
- Please confirm hard disk is with sufficient space.
(4) Interruption of data transmission
- Please confirm the device is with sufficient power supply.
- Please confirm the device and wireless Dongle are kept within a reasonable
distance (maximum 3~5m).

u Rossmax InnoTek Corp.

12F, No. 189, Kang Chien Rd., Taipei 114, Taiwan
Tel: + 886-2-2659-7888

Fax: + 886-2-2659-7666
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